STANDARD SPECIFICATIONS FOR HIGHWAYS AND STRUCTURES - 1996
PAY ITEM INDEX
DIVISION 700 - STRUCTURES

ITEM NO. UNIT DESCRIPTION NOTES
701 PILING
701 002 L.F. H Piles - 10HP42
701 004 L.F. H Piles - 10HP57
701 006 L.F. H Piles - 12HP53
701 008 L.F. H Piles - 12HP73
701 010 L.F. H Piles - 14HP73
701 012 L.F. H Piles - 14HP&9
701 020 L.F. Precast PCC Piles
701 022 L.F. Precast Prestressed PCC Piles
701 024 L.F. Cast-in-Place PCC Piles
701 026 L.F. Cast-in-Place PCC Piles w/Steel Casing
701 030 L.F. Untreated Timber Piles
701 032 L.F. Treated Timber Piles
701 036 L.F. Augered Pile Hole
701 038 L.F. Length Test Piles
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701 040 EACH Pile Load Test
701 042 EACH Standard Load Test
701 044 EACH Quick Load Test
702 SUBFOUNDATION WORK MAT CONCRETE
702 002 C.Y. Subfoundation Work Mat Concrete
703 CONCRETE FOR STRUCTURES
703 002 C.Y. PCC Footing
703 004 C.Y. Tremie PCC
703 006 C.Y. PCC Pier-Abutment-Wall
703 008 CY. PCC Superstructure
703 010 CY. High Early PCC Superstructure
703 012 CY. Lightweight PCC Superstructure
703 014 CY. PCC Approach Slab
703 016 C.Y. PCC Tunnel Base
703 018 C.Y. PCC Tunnel Roof
703 020 C.Y. PCC Culvert
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704 REINFORCING STEEL

704 002 LBS. Reinforcing Steel

704 004 LBS. Epoxy Coated Reinforcement Bars
705 PRESTRESSED CONCRETE UNITS

705 002 EACH Prestressed PCC Beam - AASHTO PCI Beam BI-36

705 004 EACH Prestressed PCC Beam - AASHTO PCI Beam BI-48

705 006 EACH Prestressed PCC Beam - AASHTO PCI Beam BII-36

705 008 EACH Prestressed PCC Beam - AASHTO PCI Beam BII-48

705 010 EACH Prestressed PCC Beam - AASHTO PCI Beam BIII-36

705 012 EACH Prestressed PCC Beam - AASHTO PCI Beam BIII-48
706 STRUCTURAL STEEL

706 002 LBS Miscellaneous Metalwork S.P.

706 004 LBS Structural Steel - AASHTO M270, Grade 36

706 006 LBS Structural Steel - AASHTO M270, Grade 50

706 020 EACH Bridge Bearings

706 022 JOB Bridge Bearings
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707 PAINTING
707 002 JOB Paint New Metalwork
707 004 JOB Paint Existing Metalwork
707 006 JOB Paint New and Existing Metalwork
707 010 SY. Epoxy Protective Coating
708 STONE MASONRY
708 002 C.F. Stone Masonry, Class A
708 004 C.F. Stone Masonry, Class B
708 006 C.F. Stone Masonry, Class C
708 008 C.F. Stone Masonry, Class D
708 011 C.F. Reset Stone Masonry
708 013 L.F. Repoint Stone Masonry
709 RAILING
709 002 L.F. Steel Railing Detail
709 004 L.F. Steel Bridge Railing Detail
709 006 L.F. Pipe Handrail Detail
709 008 L.F. Picket Fence Railing, 3'-6" Height S.P. Needed
709 010 L.F. Picket Fence Railing, 4'-6" Height
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709 012 L.F. Aluminum Railing
709 020 L.F. Remove Railing S.P. Needed
709 022 L.F. Reset Railing S.P. Needed
710 BRIDGE DECK DRAINAGE
710 002 JOB Bridge Deck Drain System
711 WALL DRAINS AND CLEANOUTS
711 002 JOB Wall Drains and Cleanouts
711 004 L.F. Wall Perforated Drain Pipe
711 006 L.F. Wall Drain Pipe Riser
711 008 L.F. Wall Drain Connect Pipe
712 GLAZED CERAMIC TILE
712 002 S.F. Mortar Scratch Coat For Tile
712 004 S.F. Glazed Ceramic Tile
713 STEEL SIGN STRUCTURES
713 002 JOB Steel Sign Structure
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714 BRIDGE DECK CONCRETE OVERLAYS

714 002 SY. Low Slump Concrete Overlay

714 004 SY. Latex-Modified Concrete Overlay

714 006 SY. Microsilica Concrete Overlay
715 REPAIR-REPLACE PCC SUBSTRUCTURE (Two Inches or Less in Depth)

715 002 SY. Repair-Replace PCC Substructure (Two Inches or Less in Depth)
716 REPAIR-REPLACE PCC SUBSTRUCTURE (Over Two Inches in Depth)

716 002 S.Y. Repair-Replace PCC Substructure (Over Two Inches in Depth)
717 ARMORED JOINT WITH NEOPRENE STRIP SEAL

717 002 L.F. Armored Joint with Neoprene Strip Seal
718 NEOPRENE COMPRESSION SEAL

718 002 L.F. Neoprene Compression Seal
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